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PLASTERBOARD FOR MILLWORK
69375
INSIDE 40 R

BLIGHT

DESIGNED TO PERFECTION

X

plaster

1. INSTALLATION - INSTALLATION

INSTALLATION ON PLASTERBOARD WITH REMOTE LED DRIVER

INSTALLATION SUR PLAQUE DE PLATRE AVEC TRANSFORMATEUR A DISTANCE

H. MIN
46 mm/1.8"

—=

"

Mill the ceiling before installing the mounting frame.
Fraisez le plafond avant d’installer le cadre de montage.

Spessore fino a 9 mm/0.35”

Thickness up to 9 mm/0.35”
@52 mm/2.1"

CEILING
PANEL max 4 mm/0.16”

@40 mm /1.57"

Spessore >9 mm/0.35”

Thickness >9 mm/0.35”
@80 mm /3.15"

CEILING

©52mm/2.1"
PANEL =

max 4 mm/0.16”

@40 mm /1.57"

2 Insert the mounting frame from above the ceiling.
Insérez le cadre de montage par le dessus du plafond.

3 | Secure the mounting frame to the panel with the screws.
Fixez le cadre de montage au panneau avec les vis.

B LIGHT will not consider valid the warranty conditions and will decline any responsibility for damage when the installation is not carried out according to this installation manual.
B LIGHT ne considérera pas les conditions de garantie valables et déclinera toute responsabilité¢ pour les dommages si l'installation n’est pas effectuée conformément a ce manuel d'installation.
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