MOUNTING FRAME FOR MILLWORK
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adjustable  fixed asymmetric millwork
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INSTALLATION
INSTALLATION WITH REMOTE LED DRIVER
INSTALLAZIONE CON DRIVER REMOTO
H. MIN H. MIN H. MIN
Adjustable: Fixed: Asymmetric:
137 mm 120 mm 100 mm
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@75 mm/ 2.95”

1 | Make a hole in the wood panel and remove any burr.
Forare il pannello di legno e rimuovere eventuali bave.

7 | Fixthe mounting frame from above the panel.
Fissare la controcassa da sopra il pannello.

into the hole.
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3 | Remove the upper bezel from the housing box and insert it

Svitare I'annello di fissaggio superiore e inserire
la controcassa.

/| | Make sure the plastic spacer is flush with the ceiling and fix
the mounting frame with screws.
Assicurarsi che il distanziale sia a filo con il soffitto e fissare la
controcassa tramite viti.

1 PLASTIC SPACER FLUSH WITH CEILING
DISTANZIALE PLASTICA A FILO CON SOFFITTO

B LIGHT will not consider valid the warranty conditions and will decline any responsibility for damage if the instructions are not fully enforced.
B LIGHT non riterra valide le condizioni di garanzia e declina ogni responsabilita per danni qualora le istruzioni non siano pienamente applicate.
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